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Electrical Characteristics :
Insulation Resistance : 100MQMin.
Contact Resistance : 50mQ Max.

LED2 ~ /LED1 : Withstand Voltage : 500 VAC 1 minute.
— Current Rating : 1.0A
T 8 Material
2 1y Ll Housing : Thermoplastic UL94V-0
— b3 Contact : Selective Gold Plating
= = = 'S Terminal: 0.30mm Thickness Phosphor Bronze
=1 = Plated With Gold And Tin In Solder Area.
RJ11 _/ 162 LRJﬂ 3 8. Top Shield : Brass, Nickel Plating.
Mateproof Mateproof 16 Bottom Shield: SUS
Function Function 1185
12,85 PARTNO:HA88KA1-Bx1x
1995 Positions —T L Led Options
Contacts Ports
Housing Color Gold Plated
B : Black 0: Gold Flash
1:6u"
2:15u"
| 3:30u"
[ I I | HOUSING 4:50u"
S A TOP SHELL
BOTTOM SHELL
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T LED Color Options Table
LED Color Oph
D2 (Left())or ploniED‘I(Right) LED DASH OPTION
No LED No LED 0
16 Yellow Green 1
No LED Green 2
RECOMMENDED PCB LAYOUT Yelow R0 L= s
reen ellow 4
TOP VIEW Green Green 5
Yellow Yellow 6
RECOMMENDED PCB THICKNESS:1.20% 0.05mm Orange/Green Orange/Green 7
Yellow/Green Yellow/Green 8
Orange/Green Yellow 9
TACL=EX TACLEX ELECTRONICS CO., LTD.
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